
GEN 4.0
INNOVATIVE BESCHLÄGE VON HUECK
INNOVATIVE FITTINGS FROM HUECK



DER INNOVATIVE 
HUECK-BESCHLAG

   für HUECK Lambda-Fenstersysteme mit Euro Nut

   für Dreh-, Kipp- und Drehkippfenster mit auf- 
und verdeckt liegender Bandseite

   innovatives Treibstangenkonzept mit sechs Längen 

   Kopplung über Zahnstangen

   Geprüft nach EN 13126 - 8, EN 1191 sowie 
Einbruchhemmung EN 1627 - 1630 RC 2

ZEIT IST GELD

THE INNOVATIVE 
HUECK FITTING

   for HUECK Lambda window systems with Euro Nutfor HUECK Lambda window systems with Euro Nut

   for side/hung, bottom hung and turn/tilt windows for side/hung, bottom hung and turn/tilt windows 
with unconcealed and concealed horizontal with unconcealed and concealed horizontal 
hinge sidehinge side

   innovative operating rod concept with six lengths innovative operating rod concept with six lengths 

   coupling via gear rackcoupling via gear rack

   tested in accordance with EN 13126-8, EN 1191 as tested in accordance with EN 13126-8, EN 1191 as 
well as EN1627-1630 RC2 (burglar resistance) well as EN1627-1630 RC2 (burglar resistance) 

Durch ein völlig neues Konzept sind beim HUECK-Beschlag nur 
noch wenige Bauteile mit einer reduzierten Anzahl an Schraubstel-
len zu verarbeiten. Gleichzeitig ist der Beschlag selbst in verdeckter 
Ausführung konkurrenzlos leicht zu montieren. So kann unter 
anderem die Treibstange eingesetzt werden, ohne dass das Flügel-
profi l bearbeitet werden muss. Ein innovatives Treibstangenkonzept 
mit einklipsbaren Systemlängen für unterschiedliche Fenstergrößen 
ersetzt die bisher üblichen Schubstangen. Damit entfallen auch die 
damit verbundenen Abläng- und Stanzarbeiten. Durch die neuen 
anpassbaren Treibstangen fällt außerdem kein Verschnitt mehr an. 

Mit dem Verschlussgetriebe-Konzept können außer den exklusiven 
HUECK-Fenstergriff en auch alle handelsüblichen Fenstergriff e mit 
7 mm Vierkant und 43 mm Schraubabstand eingesetzt werden.

D U R C H D A C H T  B I S  I N S  D E TA I L 

•   Mittenfi xierung der Beschläge zur Vermeidung von Koppelfehlern
•   Teile werden von oben in den Beschlagkanal gelegt
•   90°-Verdrehung der Klemmschrauben sorgt für schnelle sichere 

Fixierung
•   Vormontierte Teile vermeiden Verwechslungen
•   Einfache Demontage durch Lösung der Klemmschrauben
•   Schließblechpositionen korrigierbar, ohne das Profi l zu 

beschädigen
•   Einfache Nachrüstung auf Einbruchhemmung ¬

Je einfacher und schneller zu verarbeiten, desto besser und wirtschaftlicher für den Fensterbauer. Bei dem 
innovativen Drehkipp-Beschlag für die Lambda-Fensterserien mit Euro Nut ist diese HUECK-Maxime konse-
quent zu Ende gedacht.

2  



HIGHLIGHTS

   Weniger Bauteile durch Vorkonfektionierung

   Weniger Bearbeitungsschritte

   Einzelverpackung 

   Bewährte HUECK-Qualität 
made in Germany

   Fewer components due to    Fewer components due to 
pre-assemblypre-assembly

   Fewer processing steps   Fewer processing steps

   Individual packaging    Individual packaging 

   Proven HUECK‘s    Proven HUECK‘s 
“Made in Germany“ quality“Made in Germany“ quality

J E T Z T  N E U

B R A N D  N E W

HUECK GEN 4.0

TIME IS MONEY

Thanks to an entirely new concept, with a HUECK fi tting 
only a few components with a reduced number of screw-
ing points need to be handled.  At the same time with its 
concealed execution the fi tting itself is unmatched in its 
ease of assembly. Among other things the operating rod 
can be inserted without needing to use the sash profi le.
An innovative operating rod concept with clippable 
system lengths for diff erent window sizes replaces the 
existing standard operating rods. As a result the need to 
carry out related cutting and punching work is elimina-
ted. With the new adaptable operating rods off cut no 
longer occurs. 

With the locking gear concept, in addition to the exclu-
sive HUECK window handles, all commercially available 
window handles with 7 mm square and 43 mm screw 
distance can be used. 

T H O U G H T  T H R O U G H  TO  T H E 
L A S T  D E TA I L 

•   Centre fi xing of fi ttings to avoid coupling faults
•   Parts are positioned from above into fi tting channel 
•   90° torsion of clamping screws ensures quick and 

secure fi xing 
•   Pre-assembled parts prevent confusion
•   Easy disassembly by separating clamping screws
•   Striking plate positions can be corrected without 

damaging profi le
•   Easy retrofi tting for burglar resistance ¬

The quicker and easier it is to use, the better and more economical it is for the window producer.  
With the innovative turn/tilt � tting for the Lambda window series with Euro Nut this HUECK  
principle has been logically thought through to the very end.
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Firmenstempel Company stamp

Aktuelle Informationen und umfangreiche Downloads � nden Sie unter
Current information and a comprehensive download section can be found at W W W. H U E C K . C O M
Es gelten unsere allgemeinen „Verkaufs- und Lieferbedingungen“, die wir Ihnen auf Nachfrage gern zusenden oder die Sie auf unserer Internetseite � nden.
Our “General Terms and Conditions of Sale” apply which we will send you on request or which you � nd on the Internet at our domain.

H U E C K  G M B H  &  C O .  K G

Loher Straße 9
58511 Lüdenscheid
info@hueck.com 
hueck.com

Notizen zu Standardrückseite 1: 

HUECK Dokumentation App
http://qr.hueck.com/docuapp

HUECK YouTube-Channel
www.youtube.de/hueckaluminium

HUECK 3D App
http://qr.hueck.com/3dapp
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